
MODEL #  
R42DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 42" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 60 lbs. 
• SEATS: 3-4

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 
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Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R42DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



MODEL #  
R48DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 48" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 65 lbs. 
• SEATS: 3-4

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 
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Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R48DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



MODEL #  
R54DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 54" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 70 lbs. 
• SEATS: 4-6

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 
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Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R54DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



MODEL #  
R60DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 60" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 85 lbs. 
• SEATS: 6-10

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 
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Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R60DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



MODEL #  
R66DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 66" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 90 lbs. 
• SEATS: 6-12

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 
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Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R66DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



MODEL #  
R72DP 
(NO ALTERNATES, NO SUBSTITUTIONS)

DIMENSIONS
• LENGTH: 72" Diameter
• TABLE HEIGHT: 29"
• WEIGHT: 95 lbs. 
• SEATS: 6-12

FINISH
Metal parts shall be are thoroughly cleaned and 
electrostatically sprayed with a high grade Powder 
Paint and baked in temperature controlled ovens to 
obtain a high quality � nish. Optional nickel chrome 
plated upper leg is available upon request (for 
Chrome add ‘C’ to model number).

TABLE TOPS 
Choose one of the core materials and one of the 
edge protection choices.  

PLYWOOD
¾  " thick, premium grade plywood core with multiple 
plies for strength and durability.

VINYL T-MOLDING
All cores listed above shall be permanently bonded 
with high pressure plastic laminate edging and
balanced with a phenolic backing sheet to prevent 
moisture penetration as standard. Tops are edged 
with heavy-duty vinyl T-molding and fastened 
around the perimeter with staples.

Optional — DYNA-ROCK EDGE™ (DR) 
All cores listed above shall be permanently bonded 
with high pressure plastic laminate and balanced 
with a high pressure plastic laminate backing sheet 
to prevent moisture penetration. Top edges shall be 
sealed and protected with a 100% solid polyure-
thane resin sprayed and permanently bonded to 
the edges of the plastic laminate, core and plastic 
backing sheet.

TOP SUPPORT
Table tops are supported by a 16 gauge x 2-¾  " 
formed steel apron, fastened with screws every 
8 to 10 inches and welded at seams and corners 
rounded for safety.

LEGS
All legs are 14 gauge x 1-1⁄16" round steel legs.

GLIDE-MATIC™ POSITIVE LOCKING
Folding leg braces are constructed of ¾  " wide, 
3⁄16" thick round edge steel and legs lock securely 
in an open or closed position with patented spring 
loaded Glide-matic™ positive locking pin system. 
The locking brace system is attached to the welded 
leg assembly.

MAS GREEN CERTIFICATION 
Folding Tables shall be tested and certi� ed 
for indoor air quality, for public safety as well as 
environmental protection.  

UL 
Folding Tables shall be tested and listed by UL and 
must display UL labels with a valid listing marks.

WARRANTIES
Folding Tables shall be covered by a Lifetime – 
Limited Lifetime Warranty. 

600 Eagle Drive •  Bensenville, IL 60106 • (Offi ce) 630 301-7600  •  800 878-2257 • www.amtab.com

Folding Tables with Plywood Core shall have the following construction standard features and benefi ts.

ADA Models
Available

R72DP
Folding Table - Plywood Core

SPECIFICATIONS

UPGRADE YOUR 
TABLE WITH CHROME 
METAL FINISH



Product Options
R72DP
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ADA Models
Available

UPGRADE METAL FINISH

C H RO M E

STANDARD TABLE TOP LAMINATES

WILSONART STANDARD
LAMINATES

FORMICA STANDARD
LAMINATES

PIONITE STANDARD
LAMINATES

NEVAMAR STANDARD
LAMINATES

ARBORITE STANDARD
LAMINATES

LAMINART STANDARD
LAMINATES

EGGER STANDARD
LAMINATES

STANDARD T-MOLDING TABLE TOP EDGES

BLACK GRAY RED LIGHT GREENBROWN NAVY BLUEBEIGE BURGUNDY YELLOW BLUE

HUNTER GREEN PURPLE GOLDORANGE LIGHT BLUEGREEN AQUA TEAL

UPGRADE PREMIUM TABLE TOP LAMINATES

WILSONART PREMIUM
LAMINATES

WILSONART Y VIRTUAL 
DESIGN LIBRARY 

PREMIUM LAMINATES

FORMICA PREMIUM
LAMINATES

PIONITE PREMIUM
LAMINATES

NEVAMAR PREMIUM
LAMINATES

ARBORITE PREMIUM
LAMINATES

LAMINART PREMIUM
LAMINATES

EGGER PREMIUM
LAMINATES

UPGRADE DYNA-ROCK™ TABLE TOP EDGES

AQUA TEAL BLACK BURGUNDYBEIGE BROWNBLUE GOLD HUNTER GREEN

YELLOW

GRAY GREEN

SILVER WHITE LIGHT BLUE NAVY BLUE PURPLELIGHT GREEN PINKORANGE RED

STANDARD METAL FINISHES

M E TA L L I C 
C H A M PAG N E

G R AY W H I T EM E TA L L I C 
T I TA N I U M

C H A R C OA LB L AC K B ROW NB E I G E


