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Product Specifications

Construction:
Warranty:
Fiber Type: 

Finishing
Dye Method:
Pattern Clarity:  
Color Positions:  
Heat Set:
Stain/Soil Treated:
Anti-Microbial Treatment: 
Anti-Static Treatment: 

Face Weight
Ameristrong Solids:
Americolors Solids:
Amerisoft Solids:
Easy Care Rubber Back:

Backing
ActionBac: Woven polypropylene secondary 
backing

EasyCost/Easy Care Washable Skid-Resistent: Contain synthetic (SBR) latex. Synthetic (SBR/Styrene Butadiene Rubber) latex does not 
create allergic reactions for children and is widely used across the carpet industry as a back-coat and laminate (binder) compound.

Performance
Density: 5184
Weight Density: 186624
Density Factor: 308100
Static Control: Less than 3.5 KV
Flooring Radiant Panel:				 Class 1 (ASTM 648)
Smoke Density:					  Less than .450 (ASTM E622)
Methanimine Pill:	 Self Extinguishing

Densitech cut pile
Lifetime Abrasive Wear Warranty
100% Invista Type 6.6 Nylon

Chromajet dye injection 76 DPI
836.127 pixels per sq yd
Unlimited
Superba
Stainless stain guard
Force 5 permanent anti-microbial agent
Permanent Treatment against shock

20 oz/sq yd
30 oz/sq yd
36 oz/sq yd
21 oz/sq yd


